


RECOMMENDED PARTIAL VEHICLE WRAP AREAS

The areas indicated by the “RED ZONE” are perfectly suited for a
“Partial Vehicle Wrap”. DPF 4560GTX, together with Series 3220,
a 2-mil cast overlaminate, offers a high gloss, highly conformable, g
easy to apply partial vehicle wrap solution. Q

Q: Can I really match a cast laminate with a calendered print media vinyl?
You certainly can. The DPF 4560GTX has excellent dimensional stability which is further enhanced when
laminated with a cast laminate. Post heating this media combo re-casts the laminate to the shape of the
substrate adding strength and stability to the calendered print media.

Q: Where does the air go in a bubble free application?
Random channels in the adhesive allow air to flow freely in all directions under your squeegee,
eliminating air entrapment (bubbles). Should a large section of your image accidentally

touch down onto the substrate creating bubbles, simply touch each bubble with e EHLIeR
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your finger tip and watch them disappear!

PREMIUM 3-MIL CALENDERED FILM

Surface Finish: Glossy 80-90%

Outdoor Durability: 5 Years (unprinted)

Roll Widths: 307, 48”, 54” and 60”

Roll Lengths: 50 Yards

Adhesive: Tinted, Permanent Pressure Sensitive, X-scape Technology
Optimal Application: 50°F to 90°F | 10°C to 32°C (on clean, dry substrate)

Service Temperature Range: -20°F to 150°F | -29°C to 65°C (on clean, dry substrate)
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